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1.Parameter List

Color

LCD/TP

Resolution 10Inch 1024RGB*600

Brightness 350 (TYP)

Contrast 500:1

Effective

Perspective
70/70/50/70

TP CTP / 5-point / RTP5-point

CPU 800MHz 32-bit ARM9 CPU

Local

Storage
1G bit Serial NAND FLASH / Memory 64M

Expanded

Storage
TF Card

WIFI WIFI 802.11 a/b/g/n(Optional)

Ethernet 10/100M

USB USB2.0 HOST

Buzzer One

SPEAKER 2W 8Ω

UART RS485*1，RS232*1 (Switchable to TTL)

RTC Clock Memory

Power 8V-30V, Standard 12V ; <= 5W

Product Size

Overall

Size
262.0×152.0×17.7mm

Viewing

Area
222.7×125.3mm
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2.Product appearance

Front view

Back view
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3.Hardware Interfaces
3.1Performance Overview
 Voltage&Current

Properties Conditions Min TYP Max Unit

Power

Voltage
Power Voltage 8.0 12.0 30 V

Operation

Current
Operation Current — 370 — mA

 Operating environment and reliability parameters
Properties Conditions Min TYP Max Unit

Working

Temperature

60%RH at 12V

voltage
-20 25 75 ℃

Storage

Temperature
— -40 25 85 ℃

Working

Humidity
25℃ 10% 60% 90% RH

Protective

Paint
— — None — —

ESD

protection

Level

CLASS 3

 Interface performance parameters
Properties Conditions Min TYP Max Unit

Serial

RS232

baud rate

User Set 1200 — 1000000 bps

Output

Voltage

Output 1 — 0 — V

Output 0 — 3.3 — V

Input Input 1 — -5.0 — V
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Voltage Input 0 — 5.0 — V

Serial

UART (TTL)

baud rate

User Set 1200 — 1000000 bps

Output

Voltage

Output 1 — 3.3 — V

Output 0 — 0 0.3 V

Input

Voltage

Input 1 — 3.3 — V

Input 0 0 — 0.5 V

Serial

RS485

baud rate

User Set 1200 — 57600 bps

Serial level
Output 1 2.5 5.0 — V

Output 0 — -5.0 -2.5 V

Serial level
Input 1 0 2.5 — V

Input 0 — -2.5 -0.2 V

3.2 Power Interfaces
 Provide power supply interface, 1 RS485 port and 1 RS232/TTL port,

connected by 6PIN 5.08mm pitch Phoenix terminal. Recommended

12V DC power supply access, can support wide voltage range

8V~30V DC, terminal model: KF2EDGK-5.08-6P.

Pin Description Remark

1 RX (RS232/TTL)
—

2 TX (RS232/TTL)

3 GND —

4 485B
—

5 485A

6 VCC 12V Input
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Shorting instructions: The UART port is RS232 level by default, J13

pad is TTL level after shorting.

3.3 SPK
 The SPK interface is connected via 2PIN 5.08mm pitch Phoenix

terminals. The terminal model number is:KF2EDGK-5.08-2P.

Pin Description Pin Description

1 VO + 2 VO-
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4.Dimension drawing

4.1Overall dimension drawing
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With: Packaging and physical dimensions
Size

Product

dimensions
262.0(L)x152.0(W)x17.7mm

Net product

weight
680g

Packaging standards

Box type Box size
Number of

storeys (layers)

Quantity/

layers

Tota

l

Aircraft Box
37cm(L)×27cm(W)

×7cm(H)
1 1 1
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