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1.Parameter List

Product Specification

Model

Description

RK3513C(1920*1080)Standard Model（2+16G) with CTP

RK3513C(1920*1080)High Model（4+32G) with CTP

RK3513C-WB(1920*1080)Standard Model with

Dual-band WiFi Bluetooth

RK3513C-WB(1920*1080)High Model with Dual-band

WiFi Bluetooth

RK3513C-C(1920*1080)Standard Model with CAN2.0

RK3513C-C(1920*1080)High Model with CAN2.0

Note: This product also supports 4G and GPS BeiDou

function, such as the need to practice customer service

to ask the detailed configuration and the

corresponding price

Color

LCD/TP

Resolution
13.37 inch

1920RGB*1080

Brightness 300 (TYP)

Contrast 800:1

Effective

Perspective
85/85/85/85, IPS Screen

TP Capacitive

CPU Rockchip RK3568 2GHz quad-core processor

GPU ARM Mail-G52 2EE Quad-core GPU

NPU
0.8Tops@INT8 Performance with Integrated High

Performance AI Accelerator RKNN NPU

multimedia

Support 4K VP9 and 4K 10bits H265/H264 video

decoding, up to 60fps

1080P multi-format video decoding (WMV, MPEG-1/2/4,

VP8)

1080P video encoding, support H.264

Memory LPDDR4 : 2GB (Optional 4G)
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Local

Storage
EMMC Flash :16GB (Optional 32G)

Supported

Operating

Systems

Ubuntu 18.04 / Android 11

Extended

memory
TF card

Ethernet Wired 2 10/100/1000M

WIFI
2.4GHz/5.8GHz dual-band WiFi, supports

802.11a/b/g/n/ac protocol (optional)

Bluetooth Bluetooth 4.2 (Optional)

USB USB3.0 x1, USB2.0 x3, USB type-C x1 (OTG)

HDMI Out X1

SPEAKER 1W 8Ω

Audio I/O 1 line out and 1 mic, 3.5mm headphone jack

UART

RS232/TTL x 2;

RS232 x 1；

RS485 x 2；

CAN2.0 x 2 (Optional)

RTC Real Time Clock

4G Full network (Optional)

GPS GPS+Beidou (Optional)

Extended

port
8 bi-directional I/O; +/- 15KV ESD
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Power 9~36V ; <15W ( suggestion 12V or 24V)

Product Size

Overall Size 345.0×216.5mm×40.0mm

Strip length: 244.0mm (mounting fixing)

Viewing Area 293.8×165.3mm

Hole size 339.0×210.5mm
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2.Product appearance

Front view

Back view
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3.Hardware Interfaces

3.1Performance Overview

 Electrical performance parameters
Properties Conditions Min TYP Max Unit

Power

Voltage
— 9.0 12.0 36 V

Operation

Current

VCC=+12V,

backlight brightness

maximum, running

test game load

application

— 1100 — mA

VCC=+12V,

backlight off
— 390 — mA

 Operating environment and reliability parameters

Properties Conditions Min TYP Max Unit

Working

Temperature

60%RH at 12V

voltage

-10 25 50 ℃

Storage

Temperature
—

-20 25 60 ℃

Working

Humidity
25℃

10% 60% 90% RH

Protective

Paint
—

— None — —

ESD 防护等级 Class 3

 Interface performance parameters

Properties Conditions Min TYP Max Unit

UART

RS232-0
User set 300 — 115200 bps
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Baud rate

Serial port

output

level

Output 1 — -5.0 — V

Output 0
— 5.0 — V

Serial port

input level

Input 1 — -5.0 — V

Input 0 — 5.0 — V

UART

RS232-4、

RS232-7

Baud rate

User set 300 — 115200 bps

Serial port

output

level

Output 1 — 0 — V

Output 0
— 3.3 — V

Serial port

input level

Input 1 — 0 — V

Input 0 — 3.3 — V

UART

TTL-4、

TTL-7 Baud

rate

User set 300 — 115200 bps

Serial port

output

level

Output 1 — 3.3 — V

Output 0
— 0 — V

Serial port

input level

Input 1 — 3.3 — V

Input 0 — 0 — V

UART 485

Baud rate
User set 300 — 57600 bps

Serial port

level V_AB

Output 1 2.5 5.0 — V

Output 0 — -5.0 -2.5 V

Serial port

level V_AB

Input 1 0 2.5 — V

Input 0 — -2.5 -0.2 V

CAN Baud

rate
User set 10000 — 1000000 bps

CAN power Logic 1 1.5 2 3 V
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level

(elec.)V_HL
Logic 0

-0.5 0 0.05 V

GPIO

Input and output

levels

0 — 5 V

High level output

current (>4.2V)

0.1 mA

To increase the current drive, the

terminals can be connected to a 5V

pull-up 1K resistor.

Low level output

current (<0.6V)

8 mA

3.2 Power Interfaces
 provides 1 type of power supply interface as DC power supply holder

with 2.0mm inner diameter, which can access 9V~36V DC power

supply.

a)Use DC-044A (2.0) horizontal power supply holder for power supply

interface.

3.3 Extension interface 1

 provides 2 RS232 ports, 1 RS485 port and 2 CAN function interfaces

connected via 12PIN 3.5mm pitch single layer Phoenix terminal

blocks.
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a) Provide 2 RS232 channels, RS232-4 and RS232-7, which can be

switched to TTL function by Switch switch.

Terminal: KF2EDGK-3.5-12P

Pin Description Equipment name

1 TX4

/dev/ttyS42 RX4

3 GND

4 TX7

/dev/ttyS75 RX7

6 GND

Note: 2 TTL level interfaces are provided to share with RS232-4 and

RS232-7, which are switched via Switch 1.

b) Provides 1 RS485 for RS485-9 interface.

Note: The RS485-9 is supplied with a 120R terminating resistor,

access to which is controlled via Switch 2.

c) Provide 2-way CAN, CAN0 and CAN1 interfaces.

Terminal: KF2EDGK-3.5-12P

Pin Description Equipment name

7 RS485_A9
/dev/ttyS9

8 RS485_B9

Terminal: KF2EDGK-3.5-12P

Pin Description Equipment name

9 CAN1_H
——

10 CAN1_L
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Note: A 120R termination resistor is provided for each of the 2 CANs.

CAN1 is controlled for access via Switch 3 and CAN0 is controlled for

access via Switch 4.

 Switch DIP Switches

Pin ON OFF

1
Serial port 4/7

using TTL mode

Serial port 4/7 using

RS232 mode

2
485-9 with 120R

terminating resistor

485-9 without

terminating resistor

3
CAN1 with 120R

terminating resistor

CAN1 without

terminating resistor

4
CAN0 with 120R

terminating resistor

CAN0 without

terminating resistor

3.4 Extension interface 2

 provides 1 RS232 and 1 RS485 port connected via 6PIN 3.5mm pitch

double layer Phoenix terminals.

a) 1 RS232 port is provided as RS232-0.

11 CAN0_H
——

12 CAN0_L
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b) Provide 1 RS485 for RS485-3 interface.

3.5 GPIO Port

 connected via 9PIN 2.54mm pitch terminals.

Terminal: XH2.54-9PIN

Pin Description GPIO number

1 GND —

2 IO1 8

3 IO2 15

4 IO3 33

Terminal: KF2EDGKNH-3.5-6P

Pin Description Equipment name

1 RX0

/dev/ttyS02 GND

3 TX0

Terminal: KF2EDGKNH-3.5-6P

Pin Description Equipment name

1 RS485_B3

/dev/ttyS32 GND

3 RS485_A3
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5 IO4 32

6 IO5 36

7 IO6 40

8 IO7 41

9 IO8 42

3.6 LED indicator light

 Provides 2 LED indicators, controlled via 2 GPIOs.

Pin Description GPIO number

1 green light 95

2 red light 60
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4.Dimension drawing

4.1Overall dimension drawing
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4.2Dimensional drawings with support strips
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4.3Installation

Mounting method 1：

Mounting method 2：
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With: Packaging and physical dimensions
Size

Product

dimensions
345.0(L)×216.5(W)×40.0(H)mm

Net product

weight
1897g

Packaging standards

Box type Box size
Number of

storeys layers

Quantity/

layers
Total

Aircraft Box
40cm(L)×28.6cm(W)×

6.1cm(H)
1 1 1

Box 6
42.5cm(L)×30.5cm(W)

×23cm(H)
3 1 3
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